DIRECTION OF WATER FLOW——m=—

30mm
STAINLESS
§$ STEEL SCREW S
W ACHINE
¥ EDGE
(e )
IMPORTANT NOTE: BOTH E ~_ Q\A
LAYERS MUST BE IN cUT
CLOSE DIRECT CONTACT WITH pipe M 100mm
EDGE <
7
a “”””’i"\\

OOOOOOOO
EACH OTHER. NO GAPS EDGES -

PERMITTED
CONCRETE CANVAS (FOR CUT EDGE ONLY)

SCREWED OVERLAP CONCRETE CANVAS
SCREWED KNUCKLE
JOINT
JOINT

FIXING PI
THROUGH EVERY
JOINT

BACKFILL OVER CC _|
LAYER AND FIXING PIN \

OVERLAP - SEE
DETAIL

STEEL FIXING PI
250mm X 12mm

CONCRETE CANVAS ANCHOR
TRENCH DETAIL

CONCRETE CANVAS JOINING
DETAIL

interceptor Channel to Main Channel lermination Detall

CONCRET?
CANVAS

NOTES:

TO BE USED FOR ILLUSTRATIVE
PURPOSES ONLY.

ALL PRODUCTS TO BE LAID IN
ACCORDANCE WITH
MANUFACTURERS
RECOMMENDATIONS.
INSTALLATION TO BE CARRIED
OUT BY TRAINED OPERATIVES
AND SUPPORTED THROUGH
ONSITE MONITORING AND
TESTING.

SPACINGS BETWEEN
CONSTRUCTION MATERIALS
EXAGERATED TO INDICATE
DETAILS MORE CLEARLY.
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